
           
 

DUALOY 0.010” Reduced Compression Height PISTONS 

SILVOLITE REMAN PRO  NOVEMBER 3, 2021 

 

 
United Engine & Machine’s ReMan Pro Dualoy pistons were designed and manufactured with 

a .010” reduced compression height to maintain protrusion after block deck restoration.  This 

allows the engines to maintain factory starting and combustion characteristics without the 

need to machine the pistons or alter the connecting rod length. UEM ReMan Pro pistons are 

available for the following applications. 

Dualoy 
Part# 

Application 
Engine 

Displacement 

  Std. Bore 
Diameter 

Compression 
Height 

7214D  2004‐07 FORD (Navistar) POWER STROKE  V8‐363 / 6.0L    3.740" / 95.0mm  2.049” 

7215D  2008‐10 FORD (Navistar) POWER STROKE  V8‐390 / 6.4L    3.866" / 98.2mm  2.049” 

7222D 
2008‐10 FORD (Navistar) POWER STROKE 
NAVISTAR Maxxforce 7 

V8‐390 / 6.4L    3.866" / 98.2mm  2.049” 

7222T 
2008‐10 FORD (Navistar) POWER STROKE 
NAVISTAR Maxxforce 7 

V8‐390 / 6.4L    3.866" / 98.2mm  2.049” 

7216D  20011‐16 FORD POWER STROKE  V8‐406 / 6.7L    3.897" / 99mm  2.136” 

7233D  2017‐20 FORD POWER STROKE Scorpion  V8‐406 / 6.7L    3.895”/98.9mm  2.135” 

7217D  1994‐04 FORD (Navistar) POWER STROKE  V8‐445 / 7.3L    4.11" / 104.4mm  2.131” 

7218D  2001‐05 GM Duramax LB7/LLY  V8‐403 / 6.6L    4.055" / 103mm  1.950” 

7220D  2006‐10 GM Duramax LBZ/LMM/LLY  V8‐403 / 6.6L    4.055" / 103mm  1.950” 

7235D  2010‐17 GM Duramax LML/LGH  V8‐403 / 6.6L    4.055" / 103mm  1.950” 

 


